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AN EXPERIMENTAL INVESPTIGATICN OF THE THRUST AND
TORQUE PRODUCED BY PROPELLERS USED A3
AERODYNAMIC BRAKES

By William S, Hedrick and William M, Douglass
SUMMARY

This report presents the results of a wind-~tunnel inves—
tigation of propellers cperating at negative thrust, Negative—
thrust characteristics of two— and four—blade single propcllers
and four- and eight—-blade dugl vropellers were determined,
Flight conditions were simulated by installing the proPeIWCrs
ir a powered model of a high—speed airplane, &

Application of the results to several flight probleuas
illustrates the use of the presented Gata and indicates the
utility of a constant—speed reversed—pitch propeller as a
device to obtain speed control, Comparison of a constani-
speed reversed—-pitch propeller with a typical dive flap shows
that the propeller can produce a higher averagc decieleration
and a lower terminal velocity,

INTRODUCTION

The need for an adaptable speed control for airplanes
to meet the requirements imposed by welght, speed, and tacti-
cal use of present—day aircrafit is becoming increasingly
evident, With the advent of a quick—reversing mechanism for
propellers, the reversed—pitch propeller presents a possible
solution to many braking problems,

Some of the existing means of speed control that have not
proved entirely satisfactory are spoiler flaps and flaps ex—
tended to negative angles, These brakes are seriously linited
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in application, They are of no use for control in landing,
since they require relatively high forward speeds to be
effective, HFurthermore, a flap that produces enough drag

to be suitable for braking usually causes severe buffeting,
The use of a reversed-pltch propeller as a brake does not
entall these undesirable features, but the effects on longil-
tudinal and lateral stabdility and on control are yet to be
investigated, Purther, the high negative thrust load of thils
propeller wlll impose structural problems that must be con-
sldered,

The preeent investligatlion was made to determine the
thrust characteristics of two— and four~blade single pro-
pellers and of four—~ and elght—blade dual propellers in the
region of negative thrust, It 1s also the purpose of thig
report to show that reversed—pltch propellers afford a means
of speed control that surpasses those now 1in uso,

APPAEATUS AND METHODS

Propellers

All of the propellers tected wero of Hamllton Standard
Conventional form, 6457A-6, embodying NACA l6—serles soctions
throughout, The blade—-form charecteristics are glven in filg-
ure 1,

Both the single and dual propellers were mounted in the
dual spinner (figs, 2 and 3), the single propeller boing placed
in tho rear hub, The front hub was keyed to the motor shaft
and drove the rear hud through reversing gears, Some detalls
of the dual splnner appear in figure 4,

Model

The propellers were lnstalled in a powered model of a
midwing, esingle-engine, two—-place alrplane, The airplane is
of a type that would require some additionnl means of speed
control because of 1ts tactical purpose, Some pertinent di-
mensions are given on the threoe-view drawing (fig. 5),

Motor

The propellers wore driven by a Byron-Jackson variable-



NACA ARR No, 4H26 3

speed, fourwpole, squirrel—cage induction motor rated at
110 horsepower at 10,000 rpn,

Measuremants

The power developed by the motor was determined from
wattmetor roadings of the power input and from a motor
calibretion, A constant ratlo of voltage to frequency was
malntained throughout the test to insure that the callbra—
tion would be applicable for every operating condiltion,

The net thrust or drang was measured by the drag bal-
ance,

Oorrectlions

Due to the method of obtaining dual rotatlon, gear
losses were encountered, At the time of the motor callbra-
tlon, the gear losses at varlous speedis and loads were deter—
mined, Thils loss was applled, as a correctlon, to the power
"devegloped by the motor,

The effective veloclty for a propeller operating 1ln &
wind tunnel 1s not the same as the test—sectlon datum veloclty,
due to the constraint of the alrstream by the tunnel walls,

To dotermine the "equlvalent free airspeed," a correctlon
based on Glauert'!s treatment as found in reference 1 was
applled,

Tegt Procedure

In the tests, alrspeed was varled while the propeller
rotatlonal speed was held constant, The propeller rotatlonal
speed was set at a value limlted elther by power avallable or
by a blade—tip Mach number of 0,4, and the alrspeed was then
varied, 1n suitable steps, from 30 to 370 feet per second,
Both the rotatlonal speed and the alrspeed were then reduced
and a simlilar procedure followed until the deslred rangs of
advance ratlos was covered,

SYMBOLS AND CORFFICIENTS

The symbols and coefflclents used 1n this report are
deflned as followsg:
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. Q P
GQ o to_rqu? c?oaffi_cf.-e‘nt ;—n-.-a-s-a = m
C thrust coefficient (T/pn®D*)
T, thrust coefficlent (T/p¥ D)

¥/nD advance ratio

Q torque absorbed by the propeller, foot—pounds
P power absorbed by the propeller, foot-pounds per
gecond
v airspeed, feet per second
n propeller rotatlonal spead, revolutions per second
D propeller dlameter, foet
o) masg denslty of alr, slugs per cuble foot
T effcetlve thrust; the measured thrust of the propellcer-

model comblnation plus the drag of the model meaz—
urod without the propeller (propeller thrust minus
incremental drag due to the slipstream)

B propoller—-blade angle at t he 75~percent radlus

w velght of the airplane, pounds

S wing area, equare feet

Cp airplane drag coefficlent

ACp lncrement of drag coeafficilent

-4 gravlty constant, feet per second per second

a rate of change of veloclty with time, feet per sscond

por second
t time, second

8 distance, feet
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RESULTS AND DISCUSSION

It is well known that data derived from model-propeller
tests at low Reynolds numbers are not applicable to calcu~
lations of full-scale performance, nor 1s 1t possible to
extrapolata, with accuracy, model results to full scale,
However, the data given in this report should give an indi-
cation of full—ascale propertlies and will serve to extend
previous tests of propellers at negative thrust,

The propeller data have been presented in a form to be
used for the calculation of flight problems of alrplanes
equipped with constant—speed propellers, Curves for the
four propellers showing the variation Cp with V/nD and

T, with nD/V with lines of constant—torque coefficient

aro shown in figures 6 to 9, J¥rom those curves, the nagative—-
thrust coafficlents may bo detormined for an airplanc 1ian de-
celoratod flight while operating at o constant-power coeffi-
clent, With the use ¢f the additional curves showlng linos

of constent blado angle 1n place of constant—power cozffi-
clont (figs, 10 to 13) all propoller data that may be roquirocd
ara obtalnnble, Thig form 1s also of value for braking pro—-
pellers operatling at a silngle negative blade angle, Calcu—
latlions for this propeller require a second approximation of
the advance ratios to account for the varlation of revolutious
per minute with changoe 1n torque coefficlent tnat results rfrom

the pltch reversal and the subsequent changes in veloeclty, The

revolutlons per minute varilation with torque for the engine of
the alrplane in questlion must be avallable,

An examination of the data at a gliven blade angle revesls
a varletion of propeller characteristics with solidity, Above
values of V/nD = 2, thrust varies proportionally with nunber
of bledes, However, for lower advance ratlos, the thrust de-
voeloped by the elght—blade dual propeller is not proportion-
ally groatcr, It 18 noteworthy that the torque coefficient
changes 1n the same menner, indicating that the reduction in
thrust coofficlont is a propeller offect, not a change in rc—
sults due to some unique characteristic of the model, The of-
fect of type of rotation 1s shown in figure 14,

An equation show{ng the relation between veloclty and
deceleration 1ls desirable for applylng the data to the solu—
tion of flight problenms,
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Por an alrplane diving at a constant angle,

Propeller thruszj;;ﬁﬁjr' o

-~ Gravity force

the decelarating force 1g

¥= (airplane drag)— (propeller thrust)- (gravity force) (1)
where

propeller thrust = TchaDa or chnaD4

airplane drag = 1/2pVaSGD
gravity force = W sin o
Then
T.pV2D?
T = _.{ or 4}- + 1/2pVaSGD -~ ¥ 8in a (2)
CTan .
Eow
F:—!a (3)
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Bquating (2) and (3) gives

pv p®
- X a = — {?c }-+ 1/2pVaSGD - W sin o
& GTpnaD4

cPv “p°
a = - + 1/2pv SCp -~ W sin o
chn D

Certain factors will remain constant for a constant-
speed propeller: D, n, W, 8, g, Cp, and p, (For a first
approximation OCp and o may be assumed t0 be constnnt,)
By choosing several values of advance ratlo covering the
operational range, the corresponding thrust coefficlents may
be found from the curves (figs, 6 to 9) for operation at the
desired torque coefficlent, It is then possible to find the
relation of a to TV,

or

In a flight problem it may be desirable to find any ono
of the variables of kinemutics}! veloecity, deceloration, dis—
tance, and time, Given veloclty and docoleration to find
distonce and time, The solutlions of these variables may be
analytical or graphical,

Mo find t ime

dt:ﬂ
a

To golve analytically it is necessary to have

a = £(V)

then, integrating
Vx

i = _av_
Yo
Otherwige the solution must be graphical,




NACA ARR No, 4H26 8

Plot the variation of 1l/a with ¥V,

———— e - - vx o _

The area = ZZ 4 x AV = to—x
a

Yo

Similarly, to find distance

ds = V4t
also v
dt = —
a
Therefore
ds =7V 4av
a
Given
a = £(V)
then, integrating
Vx
vav
8 = ———
v
o

Or graphically:
Plot the varlation of I with V
a

Vx

The area = zz y X AV = 8
a o—x
L
As the airplane decreases in speed, the 1ift coefficient

must be incroased, resulting in a change 1in drag coefficient,
For a closer approximation, thls increase of drag coefficient
with decreased speed must be considered, Also, if the manesuver
of the airplane results in a considerable change in altitude,

for more exact calculations, mass density should be corrected
for altitude, .
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To investigate tho merits of propellers operating at
negative tarust as compared to dive fleps, an analysis, using
the described methods, was made 0f an airplane in a 606 dive
and wvith an initial alrapeed of 400 miles per hour, The com—
parison was made for three power loadings at the same propeller
diameter and rotational apeed and for four values of ACp due

to dive flaps, To show tho effect of diameter upon the braking
effect of propellers, a larger diameter propeller and a power
loading comparable with one of the above cases was chosen, It
wag necessary to modify the true incrcase in deceleration de—-
veloped by the larger propeller dlameter by decreasing the
propeller rotational gpeed to keep within the critical tip
speed,

The data usod for this comparison weret

Four~blade single propeller

Power loadings = 5, 10, 20 pounds per brake horse—
power

W = 14,000 pounds

D = 12 feet

n = 25 rps

S = 376 square feet

p = 0,00205 (assumed constant) at 5,000 fest

Cp= 0,023 (assumed constant)

a = 60°

ACp = 0,100, 0,125, 0,150, and 0,200
To show the effect of dlameter of tho propeller

D = 13 feet

Tip speed = 7nD = 970 feet per second

Power loadlng = 5 pourds per brake horsepower
Theo results are presented in curves showing the rclatiom

of deceloration to velocity (fig, 15) and velocity to time
(fig, 16). TFigure 15 shows tho emall effect of changes in
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pover on the magnitude of the deceleration as compared to

the effect of a change in propeller diameter, The selection
of a propeller dliameter might well be influenced by this in-
crease in deceleration, The curves for the dlive flaps show
such undesirable characteristics as rapldly decreasing effec—
tiveness with decreasing airspeed and a correspondingly high
terminal velocity, Although it 1is possldble to develop a

ACp of 0,200 with dive flaps, the buffeting, loss in control-
surface effectiveness, and high wing moments at high veloclty
often render the flaps unusable, . The lower terminal veloclty
and the lower maximum deceleration of the propeller as com—
pared to dive brakes giving the same average decelesratlon
show the advantage of the propeller over the dive flap,

One of the most lmportant uses of the constant—speed
reversed-pitch propeller would be to obtain additional de-
celeration when landing, To illustrate, calculation of
landing run with and without the negative thrust of the
propeller has been made for =& typlcal case, The airplane
assumed 1s a heavy, multienglne transport or bomber, equipped
with tricycle ‘landing gear, landing on a concrete runway,

These data were used:

Four, three-~blade propellers
Normal rated power = 8000 brake horsepower
Touchdown speed = 120 miles per hour

. ¥ = 95,000 pounds
¥/8 = 68 pounds per square foot
D = 16 feet 7 inches
n = l4 rps
GD = O. 097‘5
The alrplane 1sg assumed to approach the runway at 0.4
normal rated power, At the lnstant of contact, the propellers
are reversed at constant power and full wheel brakes {coeffi-

clent of frietion = 0,36) are applied,

Ourves of "the variation of a with V" and "the varias—
tion of 8 with VP have been plotted (figs, 17 and 18) for
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wheel brakes operating, braking propellers, and both wheel
brakes and braking propellers, ZXFigure 18 shows a landing

“pun of 2635 feet for wheel brakes alons and 1800 feet for

wheel brakes and breking propellers, This ie a saving of

32 percent of the landing run due to the use of constant-

speed roversed—pltch propellers, This reduction would be

gt1l1ll greater 1f the surface of the runway had lower fric—
tion coefficlents as in the case of a wet runway,

Another 1llustration of the use of the constant—speed
reversed-pltch propeller is given, The case congldered 1sa
that of a fighter airplane overtaking a bomber and increas—
ing the firing time by braking with the propeller,

Curves for the varlation of distance with time are given
in filgure 19,

These data were used:
= 8600 pounds

1266 brake horsepower at 27,000 feet

g v =
"

= 11 feet 2 inches (four—blade single propellar)

233.2 square feet
n = 23,85 rps (propeller)
Constant 11ft (level flight)

Cp varladle with speed

The maneuver would consist in approaching the bombor at
maximum speed until within firing range, Propeller pltch
would then be reversed to reduce the spoed and obtain longer
firing time, For comparipon, the same calculation was made
for split—flap~-type aerodynamic brakes developinz a ACp= 0,126
The pursult airplane was assumed to open fire at 1000 foet ;nd ’
break off contact at 50 feet, By starting the curve for the
bomber at 950 feet on the "S" abscissa, the point on the Mt"
ordinate corresponding to the intergection of the pursult and
bomber curves gilves the total firing time, It 1s apparent that
reversod—pltch propellers give a greater increase in firing

time than the split flap in thig case Thig advant i
enhancod at lower pursult speeds, ’ y age will be
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CONCLUSIONS

The rosulis of the experimental investigation show that
congstant-speed reversed—-pitch propellers possess aerodynamic
characteristics that cshould make them excellent aerodynamic
brakes, They are capaile of producing large negative thrusts,
and the variation of thrust with epsed (approx, linear) 1s
more desirable than tkat developed by dive flaps, They pro-
duce comparatively large values of negative thrust even at
lov airspeeds, and therefore are of pnrticular utility in
decreasing the landing run and in maneuvering aircraft on
the ground, Since from thils t hrust study the use of pro-
rellers as aerodynamic braokes seems most promising, it 1s
believed that the effects of so using the propellers on the
airplane stability and control should be investigated, Such
an investigation 1s now being made,

Ames Aeronautical Laboratory,
Natlonal Advisory Committee for Aeronautics,
Moffett Field, Calif,
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Figure 2.— Eight-blade
dual propel-
ler installed in model.
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Figure 3.~ Four-blade
dual propel-
ler installed in model.
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Flgure 4.- Details of dual spinner.
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Figure 13.— Negative thrust coefficients at constant blade angles for the

eight-blade, dual propeller.
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Figure l4.~ Effect of type of rotation on negative thrust co-
efficient.
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Figure 15.~ The variation of deceleration with velocity for a dive bomber
utilizing constant~speed reversed-pitch propellers and aero-

dynamic dive flaps while in a 60° dive,
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Figure 16.- The variation of velocity with time for é dive bomber
utilizing constant-speed reversed-pitch propellers and

aerodynamic dive flaps while in a 60° dive.
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Figure 17,- The variation of doceleration with velocity for a heavy

transport landing with wheel brakes and constant-speed
reversed~pitch propellers,
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Figure 18.- The variation of velocity with distance for a heavy transport landing with wheel brakes

and constant-speed reversed-pitch propellers.
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Pigure 19.~ The variation of time with distance for a fighter
overtaking a bomber.
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